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^ (57) Abstract: The invention relates to fuel cell system which can be used in a mobile manner with a fuel cell unit (1) in order to 
produce electric energy, and an adsorption accumulator (3) which is associated with a fuel cell unit (1). Said adsorption accumulator 
(3) is used to release heat and interacts in a thermal manner with a heat exchanger (2) which is arranged downstream from the fuel 
cell unit (1) in a cooling circuit (4,5) associated with the fuel cell unit The invention also relates to a method for operating said type 
of fuel cell system, especially during a cold start 
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(57) Zusammenfassung: Die Erfindung betrifft ein Brennstoffzellensystem fur den mobilen Einsatz mit einer Brennstoffeellen- 
einheit (1) zur Erzeugung elektrischer Energie und einem der Brennstoffzelleneinheit (1) zugeordneten Adsorptionsspeicher (3) zur 
Abgabe von Warme, wobei der Adsorptionsspeicher (3) in thennischer Wirkverbindung mit einem Warmetauscher (2) steht, der in 
einem der Brennstoffzelleneinheit zugeordneten KUhlkreiskreis (4, 5) stromab der Brennstofrzelleneinheit (1) angeordnet isL Des 
weiteren betrifift die Erfindung ein Verfahren zum Betreiben eines derartigen BrennstofTzellensystems insbesondere beim Kaltstart 



